6) BEZEL SURFACE TEXTURED TO MOLD TECH TEXTURE STANDARD MT1055-5.
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NOTES N.C
1) DIMENSIONS IN BRACKETS [] ARE IN MILLIMETERS. n N
2) PLASTIC PARTS ARE POLYPROPYLENE; TERMINALS ARE NICKEL OR TIN PLATED BRASS. [l——= NLO.
3) SWITCH MUST RESIST 40# FORCE WITHOUT PULLING OUT OF PANEL OR DAMAGING SWITCH.
4) KNOB COLOR IS RED. UC‘ )
5) COLOR OF ALL OTHER COMPONENTS ARE BLACK. ' COM
)
)

7) ON (UP) FORCE IS 11.00+ 3.50 LBS.
OFF (DOWN) FORCE IS 8.50 + 2.00 LBS.
8) OPERATING FORCES ARE MEASURED AFTER 10 (TEN) CYCLES.
9) DATE CODE INDICATING YEAR, MONTH, & DAY OF MONTH MANUFACTURED APPLIED TO HOUSING.
10) SWITCH FUNCTIONALITY TESTED AFTER ASSEMBLY.
11) AVERAGE ELECTRICAL LIFE IS 40,000 CYCLES WITH A 5A INDUCTIVE LOAD @ 13 VDC
12) THICKNESS INCLUDES PAINT AND/OR ANY OTHER LAYERS APPLIED BETWEEN SWITCH & PANEL.
13) INTERPRET THIS DRAWING IN ACCORDANCE WITH ASME Y14.5-2009
14) MUST BE IN COMPLIANCE WITH DIRECTIVE 2011/65/EU OF THE EUROPEAN PARLIAMENT
AND THE COUNCIL OF 8 JUNE 2011 ON THE RESTRICTION OF THE USE OF CERTAIN

HAZARDOUS SUBSTANCES IN ELECTRICAL AND ELECTRONIC EQUIPMENT (ROHS DIRECTIVE)
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PROPRIETARY & CONFIDENTIAL

THE INFORMATION CONTAINED IN
THIS DRAWING IS THE SOLE
PROPERTY OF DELTA SYSTEMS.
ANY REPRODUCTION IN PART OR
AS A WHOLE WITHOUT THE
WRITTEN PERMISSION OF DELTA
SYSTEMS IS PROHIBITED.
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